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1. Overview I

2CH-RS485-ETH, 4CH-RS485-ETH and 8CH-RS485-ETH is an RS485 IloT

gateway specifically designed for industrial environments. It integrates multiple functions,

including a serial server, Modbus gateway, MQTT gateway, and RS485 to JSON
converter.

It has 2, 4 & 8 RS485 ports can choose and an Ethernet port. It adopts DIN rail
installation mode, easy to install. Compared with the traditional desktop serial port
server, the width is reduced to about 1/4 of the original, compact size. Adopt terminal
type power supply access, 9 ~ 24V wide voltage input. It adopts high temperature flame
retardant alloy plastic shell, and has high temperature resistance compared with
ordinary plastic shell, no deformation under 110°C environment measured; With flame
retardant characteristics, measured immediately out of the fire source, not combustion,
can meet the requirements of industrial site fire prevention. It has industrial high and
low temperature range, and passes EMC tests such as electrostatic, group pulse and
surge. Stable and reliable work.

When used as a common serial port server, connect the network port of 2/4/8 CH-
RS485-ETH to Ethernet, and the host computer software can use TCP/UDP transparent
transmission or virtual serial port mode to send data to the RS485 interface of 2/4/8 CH-
RS485-ETH; the data received on the RS485 interface will also be transmitted to the
software on the TCP end or the virtual serial port. In the virtual serial port mode, the
serial port software connected to the virtual serial port can be used without any software.

When used as Modbus gateway, 2/4/8 CH-RS485-ETH supports Modbus TCP to
Modbus RTU, so as to realize data acquisition of RS485 Modbus RTU device by upper
computer using Modbus TCP protocol. On the contrary, it can be used if RS485 terminal
as the master station. 2/4/8 CH-RS485-ETH supports more advanced Modbus gateway
functions, storage Modbus gateway, etc., which fully meets all kinds of configuration and
usage of Modbus gateway. The multi-host feature allows multiple computer master
stations to simultaneously access one RS485 slave device.

When used as an MQTT gateway, the device can upload serial port data to the
MQTT server in a transparent manner using the MQTT protocol. Supported servers
include Baidu Cloud MQTT, Alibaba Cloud MQTT, China Mobile OneNet platform, etc. It
supports parsing the collected Modbus RTU or non-standard serial port data into JSON
format and encapsulating it in an MQTT data packet for uploading.

It supports JSON format to upload and collect data, and the data is automatically
collected. The collected data supports Modbus RTU, 97 version of 645 meter, 07

version of 645 meter, and various non-standard RS485 protocols. The user can
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configure the uploaded data format and JSON keywords with Vircom. When uploading,
MQTT protocol, HTTP POST protocol, HTTP GET protocol, transparent transport
protocol and various non-standard network protocols can be supported.

2/4/8 CH-RS485-ETH has powerful functions of IOT gateway, which is very suitable
for collecting all kinds of RS485 instruments and sensors in the industrial field, including
collection of local network or uploading to cloud server for independent collection and

posting.
2/4/8 CH-RS485-ETH can be applied to:

As the gateway of loT and the communication bridge between devices and cloud;
Power, intelligent instrument and energy consumption monitoring;
All kinds of automation PLC remote monitoring and program download;

All kinds of configuration software and equipment communication interface;

Networking of access control and security equipment;

Typical application connections are shown in figure 2. The original serial port device
RS485 is connected to the RS485 port of 2/4/8 CH-RS485-ETH, and the 2/4/8 CH-
RS485-ETH is connected to the computer through the network cable. The software on
the computer connects to 2/4/8 CH-RS485-ETH via TCP/IP or virtual serial port.
Thereafter, any data sent by the serial device will be transmitted transparently to the
computer's software, and the data sent by the software to 2/4/8 CH-RS485-ETH via the

network will also be transmitted transparently to the serial device.

cloud server

het -
Extraf MGDBJS;J%JN

TcP/MQTT/

3/56 www.valtoris.com


http://www.valtoris.com

2CH-RS485-ETH
4CH-RS485-ETH
8CH-RS485-ETH

2.1 Hardware Features

Guide-way design: suitable for internal installation of cabinet in industrial field.
Compact size: relative to the ordinary serial port server, the width is small, does not
take up space.

® With reset button: easy to reset parameters, in the case of JSON format error
recovery.

® Terminal type power supply, 9~24V wide voltage input, with anti-opposite power
connection protection.

® Terminal RS485 interface, support 32 slave devices, baud rate support 300 ~
115200bps.

® Abundant panel indicator light for debugging: in connection, not only indicates
whether the network cable is connected to the 100M_LINK light, but also indicates
the LINK light TCP connection established; Data indicator light has "serial port to

network port", "network port to serial port" independent indicator light.

2.2 Software Features

® Support TCP server, TCP client, UDP mode, UDP multicast. Support TCP server
side function as TCP client. Support 30 TCP connections as a TCP server and 7
destination IP as a TCP client.

® The baud rate supports 300~921600bps, data bits support 5~9 bits, and parity can
be None, Odd, Even, Mark, Space. CTS/RTS hardware flow control and
XON/XOFF soft flow control.

® Support the function of sending MAC address when device connecting to facilitate
cloud management of devices.
Provide search, configure the device secondary development package DLL on PC.
Support Web browser configuration, support DHCP dynamic access IP, DNS
protocol connect domain name server address.

® Support remote search device, configure device parameter, device program
upgrade on cloud.

® Support remote viewing of TCP connection status, serial port data sending and
receiving status of devices through software. Virtual serial port supports data

monitoring.

2.3 Advanced software features
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Support Modbus gateway function, support Modbus RTU to Modbus TCP. The
storage Modbus can be supported, and the equipment data can be collected
automatically and stored. Modbus gateway for non-storage mode is also supported.
Support for multiple hosts: support Ethernet port allows multiple computers to

access the same serial port device at the same time in a question-answer query

mode.

Support for MQTT gateway functionality.
Support JSON to Modbus RTU and 645 meter protocol, support HTTP POST,
HTTP GET format upload data.

® Support for custom heartbeat package and registration package features: easy to

communicate with the cloud and device identification.

® Support TCP to establish a connection requires password authentication function,

to ensure the security of the connection.

® Support HTTP data submission and delivery functions, the cloud can directly use

HTTP GET instructions and device serial data forinteraction.

3. Technical Parameters

Appearance
Interface: RS485: 3.5mm wiring terminal
Power Supply: 3.5mm wiring terminal

Installation mode:

35mm guide rail installation

Size:

LxW x H =8.7cmx3.6cmx5.9cm

Communicate Interface

Ethernet: RJ45 port, 10M/100M, support automatic cross-cable detection
(MDI/MDIX)
Serial RS485x%2/4/8: 485A, 485B, GND

Serial Port Parameters

Baud rate: 300~921600bps | Parity: None, odd check.
even check, mark,
space

Data bits: 5~9 Flow control: None, soft flow
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protocol: Modbus TCP, MQTT, JSON, RealCom protocol, HTTP

configuration method : Vircom, WEB browser, device management library

Communication method: ) ) . i
TCP/IP direct communicate, Virtual serial

IP address and address

resolution: static or DHCP, DNS

TCP server, TCP client, UDP, UDP multicast

Input voltage: 9~24V DC

Input current: 30mA@12V DC
electrostatic (GB/T17626.6-2018) : contact
8KV, non-contact 15KV;

Fast group pulse (GB/T17626.4-2018) :
EMC Electromagnetic compatibility: power +4KV, signal +2KV;

Surge (GB/T 17626.5-2008) : power
supply 4KV, signal +2KV

Operating temperature: | -40~85C

Storage temp: -45~165C

Humidity: 5~95%RH
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4. Instructions

4.1 Hardware Description

Ethernet light 2 channels TCP

Connection Indicator
[Power light

2 channels
data indicator

Power Supply
input

1st RS485
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)

1st RS485

1nd RS485

[Power light

4 channels TCP
Connection Indicator

4 channels
data indicator

3rd RS485 o

4th RS485

Ethernet Port

Power Supply ]
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Power light

ear | 48 -

4 channels TCP POWER NET :

Connection Indicator T w
q LINK 1 LINK 2 LINK 3 LINK 4

ACT1 ACT2 ACTI™SRgld

| VALTORIS
- R L@
| 8CH-RS485-ETH

8 Port Serial Device Server
Modbus RTU «+— Modbus TCP
RS485 «— TCP/IP

4 channels TCP RESET
ConneCtlon |nd|cat0r E LINK5 LINK6 LINK7 LINKS “

ACTS ACT6 ACT7 ACIS

4 channels
data indicator

Front[6A] 68 7A[ 78 | 858 Rs4E3
S 4 channels
data indicator

The front view of the 2/4/8 CH-RS485-ETH serial port server is shown in the figure

above, with a 35mm standard DIN rail mounting.

1. Power input: terminal: 3.55mm terminal. The input voltage is 9 ~24V.
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Serial pon 7
TA
;E Serial port 4 o
88 48
6B Sarial port 8 4A
BA, 58
Senal port & 54
Sevkal por &
GND
MNetwork port GMND
k
Raill buckle

2. RS485: use RS485 to connect 485B and 485A, where 485B represents the negative
line of 485 and 485A represents the positive line of 485; 485 with load of 32. The longest
communication distance is 1200 meters. Generally RS485 line more than 300 meters

when it is necessary to use the terminal resistance, 485 terminal resistance is 120 ohmes.
3. Network interface: Connect the network cable; automatic crossover is supported.

4. Indicator lights: Power (PWR), Link (LNK) and Active (ACT) lights, which respectively
represent Power supply, Ethernet cable connect, connection indication and data

indication.

5. Press the button in the figure above for more than 5 seconds, the module will reset
to the IP address of 192.168.1.254. If need to disable configuration such as JSON, you
can restart when you press the button, so that various downloaded configuration files

will not load.
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Indicator Light

POWER Power Indicator
NET When the network cable is connected properly, the indicator is orange
1) Link is Green When a TCP connection is established (or in UDP mode).
LINK 2) It can be used to determine whether the serial port server establishes a
communication link with the upper computer software.
ACT

When the network port sends data to the serial port or the serial port

sends data to the network port, the indicator is blue.

Use indicator light to debug communication method:

1)

2)

If the NET indicator is not orange, the network cable is not properly

connected. Check the network cable.

If the Link indicator is not green (only considering the TCP working mode),
the upper computer software is not connected to the serial port server.
Please consider whether the IP address is configured in the same network

segment.
If the Active indicator is not blue, there is no data communication.

Installation method: the equipment shell is equipped with 35mm standard
guide rail. When there is a guide rail, the equipment can be directly installed

into the guide rail.
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4.2 Hardware Connection
Generally speaking, serial port server only needs to connect power supply, serial

port and network cable.

The power supply can be configured with a 12V power adapter or a 2-wire power
supply on site, which can be directly connected to the positive and negative terminals of

the power supply.
RS485 device 485 is connected to TA, 485 is connected to TB.

The network port is connected to the ordinary network cable, which can be directly

connected to the computer or connected to the network through the switch.

4.3 Software Installation

Vircom can be used to configure the device IP and other parameters, also can
create virtual serial port. If no need the virtual serial port function, you can download the

free-installation version.

Software Description
VirCom_en English version configuration software
Virtual-serial-port Virtual serial port control software
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4.4 Parameter Configuration

After installing Vircom, the hardware also connecting, run Vircom software and
click "Device Manage" as figure 6. Use Vircom can search and configure the device
parameter in different segment, which is very convenient as long as the device and

computer of running Vircom are under the same switch.

it Virtual Serial & Device Management - VirCom - O X
Manage(M) Config(C) View(V) Help(H)

o
B

~ Information

[2023-7-17.11:01:31] COM2 Create okl A
|[2023-1-17.11:01 :30] Listen at port 4196 OK.

Figure 6 Vircom Main Interface

Device Management

™[R

19216813 TCPSer.. N

Figure 7 Device List
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You can see all the currently online devices from the device list. Click "Edit Device" to

configure the parameters.

Device Settings X
i Device Info i~ Network | [ Advanced Settings
Vitual Serial [NotUse = IP Mode [static =] |/ DNSsenerip  [8 8 4 4
DevType | | IP Address | 192 168 = 1 200 Dest. Mode |Dynamic -
DevName  [VTDEV00O1 Port {4196 Transfer Protocol ~ [None ~|
DevID [287F0EE2CFFT all| Work Mode |TCP Semer ~] | KeepAive Time [60 (s)
Firmware Ver I\” 152 | Net Mask | 255 . 255 . 255 . 0 Reconnet Time 12 (s)
= | Gateway [ 192 168 . 1 . 1 Hitp Port 80
s ' Dest. IP/Do [192:168.13 UDP GrouplP [ 230 90 76 . 1
st. main Local | rou|
I Web Download Mi g
= | Dect: Pt I4155 ™ Register Pkt: I~ Ascl
v L
] every 1
SO A : Restart for no data 300 Sec
' Baud Rate I” Enable send parametel every |5 Min.
¥ Modbus TCP To RTU 115200 |
F Serial Commnad ‘ Data Bits |8 'I More Advaced Settings... I
¥ DHCP Suppont ‘ Parity None =
; m Framing Rule - i
I™ Storage Extend Stop Bits Max Frame Length [1300 (Byte]|
F Mult-TCP Cannection | Flow Control  |None o | Max Interval(Smaller wil better) [3 (Ms)
1 1] ]
Get Default | [5ave As Defaul]| Load Defaut | | Modify Key | [irmware/Confi{ | Restart Dev | [Modify Settingl  Cancel |

Figure 8 Device Parameters

In this interface, the user can set the parameters of the device, and then click
"Modify Settings", the parameters will be set to the device's flash and will not be lost

when the power is off. At the same time, the device will automatically restart.

The main parameters configured here are: baud rate, data bit, and check bit in the
serial port settings; IP address, subnet mask, and gateway in the network settings;
sometimes, according to the computer software, it is also necessary to configure the

working mode of the serial port server.

The detailed meanings of other parameters are as follows:

Table 4 Parameter Meaning

You can bind the current device to a created

Port Unused,

created virtual serial virtual serial port. Please add a COM port in
port "Serial Port Management" on the main interface
first.

Only display the core module model
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You can give the device an easy-to-read name
with a maximum length of 9 bytes.

Factory unique ID, cannot be modified.

Core module firmware version

Refer to Table 6 for the functions supported by
the device.

Static, DHCP

Users can choose static or DHCP (dynamic IP)

IP address of the serial device server

0~65535

The listening port of the serial port server when it is
in TCP Server or UDP mode. When acting as a
client, it is best to specify port 0, which is beneficial
to improve the connection speed. When using port
0, the system will randomly assign a local port. The
difference between this and non-zero ports is: (1)
When the local port is 0, a new TCP connection is
established with the PC when the module restarts.
The old TCP connection may not be closed, and
there may be multiple false connections with the
device. Generally, the host computer hopes to
close the old connection when the module restarts;
specifying a non-zero port will close the old
connection. (2) When the local port is 0, the TCP
re-connection time is faster. When the serial port
server is in TCP client mode, it also acts as a TCP
server to listen for connections on the port. At the
same time, the local port number used by the TCP
client to connect to the server is "port + 1".

UDP multicast

TCP server mode, TCP
client mode, UDP mode,

When set as a TCP server, the serial device server
waits for the computer to connect; when set as a
TCP client, the serial device server actively initiates
a connection to the network server specified by the
destination IP.

Eg: 255.255.255.0

Must be the same as the subnet mask of the local
area network.

Eg: 192.168.1.1

Must be the same as the local LAN gateway.

In TCP client or UDP mode, data will be sent to the
computer indicated by the destination IP or domain
name.
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In TCP client or UDP mode, data will be sent to the
destination port of the destination IP.

1200. 2400. 4800, )
7200. 9600. 14400. Serial port baud rate
19200. 28800. 38400.
57600. 76800,
115200. 230400.
60800. 921600

5\ 6\ 7\ 8\ 9

None, Even, Odd, Mark,
Space

1. 2

No flow control, hard Only valid for RS232 serial port
flow control CTS/RTS,
hard flow control
DTR/DCR, soft flow
control XON/XOFF

When the destination IP is described by domain
name, you need to fill in the DNS server IP. When
the IP mode is DHCP, you do not need to specify the
DNS server, it will be automatically obtained from
the DHCP server.

Static, Dynamic In TCP client mode: When using static destination
mode, the device will automatically restart after 5
consecutive failures in connecting to the server.

NONE. Modbus TCP.

Real COM NONE means that data forwarding from the serial

port to the network is transparent; Modbus TCP
will directly convert the Modbus TCP protocol into
the RTU (ASCII) protocol to facilitate coordination
with the Modbus TCP protocol; RealCOM is
designed to be compatible with the old version of
the REAL_COM protocol and is a virtual serial
port protocol. However, when using a virtual serial
port, it is not necessary to select the RealCom
protocol.
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0~255

Heartbeat interval. (1) When set to 1-255, if the
device is in TCP client mode, it will automatically
send TCP heartbeats every "keep alive time". This
can ensure the TCP validity of the link. When set
to 0, there will be no TCP heartbeat. (2) When set
to 0-254, when the conversion protocol is selected
as REAL_COM protocol, every keep alive time,
the device will send a data with a length of 1 and
content of 0 to implement the heartbeat
mechanism in the Realcom protocol. When set to
255, there will be no realcom heartbeat. (3) When
set to 0-254, if the device is working in TCP client
mode, the device will send device parameters to
the destination computer every keep alive time.
When set to 255, there will be no parameter
sending function, which can realize remote device
management.

0~255

In TCP client mode, when the connection is not
successful, each "disconnection re-connection
time" will re-initiate a TCP connection to the
computer. It can be 0 to 254 seconds. If it is set to
255, it means that it will never reconnect. Note that
the first TCP connection (such as hardware power-
on, device restart through Vircom software, no data
light) will generally be made immediately. Only
after the first connection fails will it wait for the
"disconnection re-connection time" and try again,
so the "disconnection re-connection time" will not
affect the connection establishment time under
normal circumstances between the network and
the server.

1~65535

The default is 80

Used for UDP multicast

When the TCP connection is established, the
registration packet is sent to the computer. After
enabling the registration packet, the realcom
protocol must be selected. Supports TCP server

and TCP client modes.

19/56 www.valtoris.com



http://www.valtoris.com

2CH-RS485-ETH
4CH-RS485-ETH
8CH-RS485-ETH

1~1400

VALTORIS

One of the serial port framing rules. After
receiving data of this length, the serial port server
sends the received data as a frame to the
network.

0~255

Serial port framing rule 2: When the data received
by the serial port of the serial server pauses and
the pause time is greater than this time, the
received data will be sent to the network as a
frame.

The functions supported by the device are explained as follows:

Table 5 Device Supported Function

The destination IP can be a domain name (such as a server
address starting with www).

A non-transparent serial port server protocol, suitable for multiple
serial port servers to bind virtual serial ports through the Internet.
Because the protocol contains the device MAC address, it helps
the host computer to identify the device. It can be not used in
general.

It can realize Modbus TCP to RTU conversion and also supports
multi-host function.

Supports serial port AT commands to configure and read device
parameters.

Support for DHCP client protocol

Subsequent expansion

Supports more than 1 TCP connection when acting as a TCP
server.

Supports any custom instructions to control 8 10 outputs.

UDP multicast

As a TCP client supports simultaneous connection of 7
destination IP.
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4.5 TCP communication test

After configuring the device parameters, you can use serial port tools and TCP

debugging tools to perform TCP connection communication tests.

Ethernet
SSCOM SSCOM
(TCP/UDP) (Serial)
USB TO RS485

The serial port server's serial port to network port, network port to serial port data
transparent forwarding function.

Assuming that the COM port (USB TO RS485) of the PC is connected to the serial
port of the serial server, then open the serial debugging assistant window and open the

corresponding COM port, as shown in the figure below:

Ps.zs.« 982 JOUT—+<7USE TO R5485: Vakors TestOl
13-35:48 117 JOUT—<2058 70 R5485: vabors TestD
[12:35: 48 31 7 J0OUT-=>USH TO ES455: vakors TextD]
EIE 3548 484 JOUT—+ UGB T0 5495 vakors TestDl
18 :35:50. 258 | IR TCFCLi ent | vanors Test
[18: 3551 400] T8+~ TCHCLE ant ! vanors Tast
[12.36.00. 270 ] IH+#TCPCLi ant | Vabors Tazt

ClearBata| Opesfile] SendFile| Stop ClearSendl™ OnTopRF Engith Suestentiy mxr| = |
Condiun [COMIZS VER Sariul Fert = || HERShow  SaveData |7 BecwivedTeFila [
@ Closeon| B More Sutting] ¥ Shon Tine wnd Facks OverTing [0 me
™ RTS W DTR Busdkee|115200 | V6B 10 BS495: vakors Test

SendiEX I~ SendBrery 1000 ma/Tial” AddCrLE 4

Wofi_Bytestol R lerififiore <

CHEBTIEONE. 1317 k2. *ET-ThresdhEARTFERBEERER S5l —Vifi DR WTe0essTHET-Thread FEIMTIEENFiS]SER
wwaw.daxia.com (5108 Ri72 COM12% Opened 115200bps. B.1.None, None L |

In addition, open one more serial port debugging assistant window and use it as a

TCP client mode. Fill in the destination IP as the IP of the serial server (currently
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192.168.1.200) and the destination port as 4196, and then click the "Open" button, as

shown in the figure below:

{[12:35: 44 967] 1N USE T0 K548t
{[12-35:43 123]IH—#USE T0 KE45
{[12:35:43 323 IN=—USE TO RS
1012 :36: 48, 400 | NS
|[18:35:60. 247 |OUT—=<¥
|[12:36:51. 398 | 0UT <> TCRC
|[12:36:00. 261 |0UT—= > TCPC

ClearData OpenFilel| snagﬂ'.ﬂ]ﬂ Skog a;i“,sﬂ.él— OnTap Engith _:'_&"t.o:.:'i:"_l;E_j:
| Condfun [TCPCLi wnt > || HEXShow  SavaData |7 RecwivedTaFile " SondiEd [ SundErery {1000 ns/Tisl” addcelf .
| Renet[132162.1 200 1% Connasd @ Show Ting and Packe OverTine [0 me/Well ByresTu[FE «[vari fyfore ~|

|Leand[1921686E18  » 4150 U,:.o._._,\i'?C.Pd-iw;t.:"."am}'iu{

T i | szmm
[HEERISECOE, 13. 1] %2 *RT-TheeodhELA A BRI ERIR S if—iviFil S e AT -Theead JetMTIRER P iFTEI4AF]
www.daxiacom (572 Ri108 TCPClient Local(LINXINWU-PC)IP=192,168.66,19

Enter "TCP Client: “Valtoris Test" in the serial debugging assistant SSCOM2 set as
TCPClient and click to send, the data will be transferred to the RS485 interface through
the serial server network port, next it will be sent to the USB TO RS485, and finally be
displayed in the serial debugging assistant SSCOM. In turn, input "USB TO RS485:
Valtoris Test" in SSCOM1, and click to send to SSCOM2 and display it.

4.6 Virtual serial port test

The SSCOM2 in the figure communicates directly with the serial server via TCP. In
order to allow the serial software that has been developed by the user to communicate
with the serial server, a virtual serial port needs to be added between the user’s program
and the serial server. As shown in the figure, Vircom and the user’s program run on the
same computer, and Vircom virtualizes a COM port, so that this COM port corresponds to
the serial server. When the user program opens the COM communication, it can be sent
to the user serial device through the Vircom serial server. The following demonstrates

this operation step:
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VirCom virtual serial

E vircom o %
h_] '

User Serial Device

User software VirCom

Serial Device Server

Click "Serial Port Management" on the Vircom main interface, then click "Add", and

select to add COM2, where COM2 is the COM port that does not originally exist on the

computer.
Add Virtual Senial Port *
TCP Client Mode Settings
COM Number [com2 =l
7
Name This COM: [TEST
Dest. IP or Domain: 52 168.1.200

Senal Param Auto Adapt:

|As Globle Setting(Def) ~|

| 1
Vircom Work Mode: IBin T IDDeT) j Dest. Port: |_=1'£|i5
TCP Server Mode Listen Port [; 2343 E |
Batch Create: Vircom Login Key: [
Number of Batch Creation: |' Heart Beat Pakcet: |
Batch Increase Mode: | P Increase _j Heart Beat Interval: | (s)

DK I Cancel '

Then enter the “device manage”, and double-click the device that you need to bind
to the COM2. As shown in Figure 13, select COM2 from the "virtual serial port" listin the
upper left corner. Then click "modify Settings". And return to the maininterface of Vircom.
You can see that the COM2 has been connected to a device with IP 192.168.1.200. You
can use COM2 instead of SSCOM2 to communicate.
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Device Settings

- Dewice Info
Vitusl Sera! SR <]
Dev Type |
Dev Name VTDEV0001
DevID |237F9EEZCFF1 ﬁl
Firmware Ver |V1 A52

~Function of the device
I~ Web Dawnload

F DNS System

F F\’E'-\L_CIZIM Frotocol
F Modbus TEP To RTU
F Senal Commnad

F DHCF Support

I Storage Extend

F Multi-TCP Connection

x
- Network ~Advanced Settings
IP Mode | Static ~] ||DNSSenerP [ B .8 .4 .4
IP Address | 192 188 . 1 .200 Dest. Mode [Dynamic |
Port [196 Transfer Protocol ~ [None =l
WorkMode  [TCP Server =] | KeepaiveTme [0 ()
Net Mask [255 285 285 _ 0 ReconnetTme  [12  (g)
Gateway [192 768~ 1 1 Hitp Port [s0
Dest. IP/Domain [192 16813 Local || UDP GrouplP  [730 0 76 1
Dest. Poit |4-|95 I™ Register Pkt: ]—rmrn
'_m " | I Restart for no data every (300 Sec.
Baud Rate 15200 = ™ Enable send parameter every 5 Min.
Data Bits B - More Advaced Seftings... |
Party None =]
soppis | Bl (e oo 30 e
Flow Contral  [None <] Max Interval(Smaller will better) 3 (Ms)

| Get Default | [save As Defaull| Load Default |

| Modify Key | [irmware/Conf{ | Restart Dev | |Modfy Setting|  Cancel |

X%, Virtual Serial & Device Management - VirCom

Manage(M]) Config(C)

View(V) Help(H)

DevicelP | Discripti

| DevID

TEST Bind ID

192.168.1.2.. Name:VID..

9EE2CFF1

- Information —— —

[2023-11-17,15:11.09] Connected to 192.168.1.200 ok,
[2023-11-17,15:11:09] Connecting... 192 168.1.200 .
[2023-11-17,15:01:39] COM2 Create ok!
[2022-11-17,15-01:38] Listen at port 4196 OK.

Figure 14 Virtual Serial Port has been connected

Open the SSCOM simulated user serial port program, open COM2 (the virtual serial

port in the figure above), then open an SSCOM simulated serial port device, and open

COM3 (hardware serial port). At this time, the COM2 data transmission link is as follows:

COM2 - Vircom - serial port server network port - serial port server serial port - COM3.
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Conversely, data can also be transmitted from COM3 to COM2: COM3 - serial port

server serial port - serial port server network port - Vircom - COM2. The figure below
shows the data transmission and reception of both parties.
If COM3 is replaced with a user serial port device, COM2 can communicate with the

user device.

17:18:11. 278 ] I=—4EE T0 RS44l
17:13:13. 614 |IF—#I58 T0 BS43
1701814, B41 JOUT-=030)

17:18: 16, 613 JOUT—* Vi

0
175 18: 16, e louT—=vi Waltoris TestD

s S5COM VE137 SerialjNet data debugger, - (m] 3
BORT COM Setlings Dizplay Send Dats  Multi Stings Tools Help EREfFS

1T:18:10 ZT3]0NT==HUSE TO BS485: Valtaris TestD
1701615, 609 JOUT-=CUER TO BS486: Valtoris TestD)
1715 14, 265 |TH—@ Valtaris Test
17:18:15, 526 [T zom Valtaris Test
17 :18: 16. 063 ) I+ Vir com: Valtoris Test

Clesrdatel Opuorile
Conthun [OIVE Fabul aTech Virtual Se 7]
@ CleseCon| More Settingd B

A1 A Baudmat{115200 = [Vin

TR Sy SEHD I
CHESEECE 13 1] k2 R ET-Theaudd

www.danacom 563 R:5d

ClussBatal Openfils|

Conltfon {COME3 USB Serial Fort

CFRsiescms 13 17 &2
o daviacom [S:54 R:63 COM3 Opened 115200bps,B,1 Nane Nane

4.7 Modbus TCP test

By default, the data of the serial and network port is transparently transmitted. If you
need to convert Modbus TCP to RTU, you need to select "Modbus_TCP Protocol" as the
conversion protocol in the device setting, as shown in the figure 16 below.

At this time, the device port is automatically changed to 502, the user's Modbus TCP
tool is connected to the 502 port of the serial server's IP, the Modbus TCP commands
that have been sent will be converted into RTU commands and output via the serial port.

For example, if the serial port server receives the Modbus TCP command of 00 00
00 00 00 06 01 03 00 00 0a, the serial port outputs the command of 01 03 00 00 00 Oa c5
cd.

Note: The serial port may send multiple commands of 01 03 00 00 00 Oa c5 cd. This
is because the default Modbus adopts the storage mode and will automatically train and

query commands in turn. How to switch to non-storage mode will be explained later.
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Device Settings X
Device Info | Network Advanced Settings
Virtual Serial |COM2 = IP Mode [static | |/DNSSenerr | B .8 4 4
Dev Type | IP Address | 192 168 . 1 . 200 Dest. Mode |Dynarmc :_]

Dev Name 1VTD EV0001 Port I ITransfsr Protocol |Modbus_TCP Protocol
Dev ID iZS?FBEE 2CFF1 ﬂl Work Mode TCP Semver ;i Keep Alive Time 60 {s)
Firmware Ver [V1452 Net Mask [ 255 . 255 266 . 0 Reconnet Time |12 (s)

- —————| Gateway Ve | TRRR: S Hitp Port 80
Function of the device l |
= g Dest_ IP/Domain [192.166.13 Local ‘fl UDPGrouplP [ 230 . %0 . 76 . 1
W L ]
0 e Dest. Port [+196 I™ Register Pkt: I ASH
DS il
o : T — | I” Restart for no dat every |3 S
F R | | zol Se”al r i i > e ec
i e Baud Rate - = Enable send parameter every 15 Min_
W | {a iV F TaHl
F Sorial Comimhad Data Bits |3 vl More Advaced Settings. .. |
& o : Parity None B
i m —Framing Rule
™ Storag r Stop Bits Max Frame Length [1300 (Byte!
7 MulfT 3t : Flow Control s i Max Interval{Smaller will better) |3 (Ms)
Get Default | Save As Defauli Load Default | Modify Key | “irmware/Confi  Restart Dev | Modify Setting|  Cancel |

Figure 16 Enable Modbus TCP

If the user's Modbus TCP software is used as a slave, you need to change the
working mode to client based on the conversion protocol, and change the destination IP
to the IP of the computer where the Modbus TCP software is located, and the destination

port is 502, as shown in the figure 17 blow.

Device Settings X

~Device Info——— - - Network 1 [Advanced Settings

Virtual Serial  |COM2 -] 1P Mode | Static ] DNSSever® [ 8 .8 . 4 . 4
Dev Type IP Address | 192 168 . 1 200 Dest. Mode |Dynamic =]
Dev Name VTDEV0001 Port Il} Transfer Protocol !Modhus__TCP Protocol ;I
Dev ID 287F9EE2CFF1 I;]J IWork Mode TCP Client 2' Keep Alive Time !60 (s)
Firmware Ver ’T‘ Net Mask 255 255 255 . O Reconnet Time i12 (s)

Gateway [192 188 1 1 Http Port |80

- Function of the device - .

I \eh Dest. [P/Domain |192168.1.189 Local IP| | UDP GrouplP | 230 90 76 1
P Dest. Port [502] I™ Register Pkt | I ASC

i 7]

i = i Restant for no data every (300 Sec.
Gicatginipae Baud Rate T = [ Enable send parameter every |5 Min_
RS Data Bits [& -] More Advaced Settings.. |

7 DHCP Suppor Parity None z I -

: ﬁ———EI | - Framing Rule
I~ Storage Extend Stop Bits Max Frame Length IW {Byte’
; = M = 2

17 Mult-TER Connection ; _.Flw Control i || Max ntenval(Smaler will better) [3 (Ms) |

Get Default | Save As Defaull Load Defauit | Modify Key | ‘irmware/Confi¢ ~Restart Dev | Modify Setting|  Cancel |

Figure 17 Modbus TCP as client

26 /56 www.valtoris.com


http://www.valtoris.com

2CH-RS485-ETH
4CH-RS485-ETH
8CH-RS485-ETH

4.8 Web Configuration

Using Vircom, you can search and configure device parameters in different network
segments. Web configuration requires that the computer and the serial server are in the
same IP segment first, and the IP address of the serial server must be known in advance.

However, Web configuration can be performed on any computer without Vircom.

1. Enter the IP address of the serial server in the browser, such as http://192.168.1.200,

and open the following web page:

@ https://192.168.1.200

Device Management

Please input key

2. Enter Password in Password: default is 123456. Click the login button to login.
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Chinese

Device Configuration Device Information Network Settings

Device Ni VTDEV0001 i i
Windows Tool evice Name: IP Addressing:  >Stafic

) Device ID: IP Address: 192.168.1.200
Service Center
Firware Version: V1
Local Port: 4196

z 5 Mode: >TCP Server v
Serial Seftings

Baudrate:  >115200 v Subnet Mask: 255 255.255.0
DataBits: 8 v Gateway: 192168.1.1
Parity: >None Destination IPDNS:  192.168.1.3
StopBitss  >1 v Destination Port: 4196
Flow Control:  >None v Web Port: 80
Multi-Master Settings Advanced Settings

Watchdog Reset:  >Disable v
Protocol:  >None -

Watchdog Reset Time: 300 5~1270 s

=Y

Response Timeout: 32~8000ms

Re-connect Time: 12 1~2555
Multi-Master:  >Disable v

=Y

Transmit Delay 5~255ms

Modify Web Password

NOTE-When the multi master is disabled, the response
New Password:  =ee-

timeout will always be 0. The timeout must be a multiple of
= Confirm Password: =+~

Submit

3. You can modify the serial port server parameters on the web page that appears. For
related parameters, refer to Table 5 Parameter Meaning.

4. After modifying the parameters, click the "Submit Changes" button.

5. Work Mode and Transfer Protocol

Different serial server working modes and conversion protocols can be selected in
different application occasions, so that it can be used more stably and reliably, which will
be described in detail below.

The use of the serial port server is basically divided into two types: with virtual serial
port and non-virtual serial port, as shown in Figure 9 TCP communication diagram and
Figure 12 the function of virtual serial port. The virtual serial mode is for the serial
interface (COM) on the user software, that is, the user software and devices are serial
ports. The user software with the non-virtual serial port mode directly adopt TCP/IP
communication, but the user devices still use the serial port.

In non-virtual serial port mode, the "conversion protocol part" is divided into three
modes: transparent transmission, Modbus TCP to RTU and Realcom protocol. If the user
software is a fixed protocol Modbus TCP protocol and the lower computer is Modbus

RTU/ASCII, you need to select the Modbus TCP mode; Realcom protocol is currently
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only used when the multi-serial port server is used as a TCP client to connect to a server
and the server uses a virtual serial port.
Usage is summarized as follows:

Table 6 network configuration modes

Use TCP Server None Suitable for situations where
user software opens the COM
port to actively collect data.

Use TCP Client None Suitable for the occasion where
the device actively sends data.
If you choose TCP server, the
device may not be able to
reconnect after disconnection.

Do not use | TCP Server Modbus TCP to RTU Applicable to the case where
the user software is Modbus
TCP, the user device is
Modbus RTU and Modbus TCP
is the master station.

Do not use | TCP Client Modbus TCP to RTU Applicable to the user software
is Modbus TCP, the user device
is Modbus RTU, and the
Modbus RTU is the master
station.

Use TCP Client Realcom Protocol When the multi-serial port
server acts as a TCP client and
uses a virtual serial port, it is
best to use the Realcom
protocol.

Do not use | TCP Client None Suitable for a large number of
devices connected to a cloud. In
general, the cloud is a server
with a public IP on the Internet.

Do not use | TCP Server None Applicable when the device and
computer are in the same local
network, monitoring is done
locally without the need to
communicate across the
Internet.
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5.1 Virtual Serial Mode

If the user software uses the COM port for communication, it must use the virtual
serial port mode including some PLC software, configuration software, instrument
software, etc.

Check if the monitoring computer and the device are both in the local network:

a) If the computer is a server with a public IP leased on the Internet, then the device must
use the TCP client method to connect the device to the server. At this time, you can
choose @ and ® in Table 5. If it is a multi-serial port server, you must choose ®.

b) If they are all in the local network (can ping each other), see whether the host
computer actively queries or the device actively sends data. If the device actively sends,

you must use the device as a TCP client method @), otherwise you can choose method
@.
5.2 Direct TCP/IP Communication Mode

If neither Modbus TCP protocol conversion nor the virtual serial port are required,
the user software may directly communicate with the network port of the serial server by
TCP/IP communication, and the serial server converts TCP/IP data into serial data and
sends it to the serial device.

Generally, the above operation is adopted by the users that develop the upper
computer to communicate by themselves, which integrates the analysis of the device's
serial communication protocol. This method is more flexible and efficient than the virtual
serial port. Correspond to ® and @ in Table 6.

The section "4.5 TCP Communication Test" briefly describes how to communicate
when the serial port server is used as a TCP server. Here we will describe how TCP
client, UDP mode, and multiple TCP connections to communicate with computer software.
Among them, the computer software takes SSCOM (serial port debugging, software that
imitates user TCP/IP communication) as an example.

The serial server complies with the standard TCP/IP protocol, so any network
terminals that complies with this protocol can communicate with the serial server. For any
two network terminals (here, the network debugging tool and the serial server) to be able

to communicate, their parameter configuration must be paired.

There are two working modes in TCP mode: TCP server and TCP client. Regardless

of which mode is adopted, one must be the server and the other must be the client. After
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that, only the client can access the server. If they all are the servers or the clients, the

communication is invalid.

When the serial server is used as a client, there must be three corresponding

relationships, as shown in Figure blow.

(1) Working mode correspondence: The working mode of the serial port server is the

server mode of the client corresponding to the network tool.

(2) IP address correspondence: The destination IP of the serial port server must be

the IP address of the computer where the network tool is located.

(3) Port correspondence: The destination port of the serial server must be the local
port of the network tool. After this setting, the serial server can automatically connect to

the network tool, and data can be sent and received after the connection is established.

Network { SSCOM V5.13.1 Serial/Net data de
IP Mode Static | [ PORT COM Setfings Displey Sen
IP Address 192 168 . 1 . 200 -

Port 0

Work Mode TCP Client : ilel|

Net Mask nh. 255 255 . 1)

Gateway 192 . 168 . 1
Dest. IP/Domain |192.168.1.189

Dest. Port 502 tﬂﬁgﬂsscds 13. 1].*2 WERT-Threa

When the serial server is used as a TCP client, it can connect to 7 destination IP
addresses at the same time, and the data sent by the serial port will be sent to 7
destination IPs too. If there are not so many servers, leave the rest of the destination IP

vacant. The method is as follow:
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[Device settings x
|
Davice Info MNatwork Advanced Settings
Virtual Senial  |[COM2 =l IP Mode [ static -] DNS SeveriP | 8 8 4 4
Dev Type IP Address | 192 168 200 Dest. Mode |Dynamk: LI
Dev Mame VTDEVOODT Port ||'-| Transfer Protocol IMor.lbus_TCF' Protocol LI
Diav 1D 287FIEEZCFF1 =1 Work Mode rTCj;éJI;I'—Il L_] Kaep Alive Time {iia 5 (s)
Firmware Ver [/ 352 Net Mask [255 255 ~285 . 0 Reconnet Time |12 T
Gateway [132 188 - 1 | | Hitp Port |80
Tomie s i e Dest IP/Doman [162.168.1188 A voe s [Z5 w0 e
st IP/Domain 1681 Local | Sioup | 230 0 3
- I oC 3l = up
Dest. Port |1024 ™ Register Pia I i
= =
= PR ™ Restar for no data every I'.-'Z‘Cl Sec
= [
s Baud Rate rerrs = Enable send parameter  every |5 Min
=~ Data Bits 8 - More Advaced Settings_ . |
4 Parity [ﬁons x
’ﬁ Framing Rule
r Slap Bis Masx Frame Length 1300 (Byre
F Flow Control o l] Max Intenal{Smaller will better) E {Ms) |
Get Default | 3ave As Defaul| Load Default | Modify Key | Sirmware/Confid  Restart Dev | Modify Setting]  Cancel ||
Mare Advaced Settings b
WIF| Seitings RS485 Multi-Host Support Settings Multi Dest-IP And Port
WIFI Work Mode  [AR * IP Address or DS name Pon Type
Modbus Gateway Type:  |Auto query storage type v
APISTA SSID o |192. 1681 100 [1024 " [Chient Dest. -
Enchy s rﬁ‘ﬁ  Enable RSH‘_-" Multi-Host [192.168.1.101 [1025 [Chent Dest. -
APISTA Ke MEPRAATE eut. 1788 9 17 = qawy Eommnd [z a1 102 [iozs
¥ for 192 ms(0~8191) e o
AP Made Channel [& =] [192.168.1.103 r‘m
DHCP Sever Enabie =] W Enalbe RS485 bus conflict detection [192.168.1 104 | 1028
R4S WIFI Relay | Disable 7 Send data onky when RS485 bus s idle for [20 ms [192. 1681105 [1028
The Advanced Functions Supported Function Selection
r I~ Modify setting wil need key
4 I” Enable recetve broadcast
F I ™ Enable P2P
r I™ Sand MAC when TCP establish
E ™ Detect net using Ping
B I™ Na clear serial buffer when link
™ Naed key when TCP establish
oK Cancel
The first IP is set in the device setting interface as shown in Figure 21. The first IP

can be a domain name. For the remaining 2~7 destination IPs, click the "More Advanced

Setting..." button in the device setting interface to open More Advanced Settings for

setting.

After all 7 destination IPs are set up, they can be connected automatically. If they are

not connected, they will wait for the "Reconnect Time" time and then reconnect

repeatedly.

When the serial port server is used as the server, there are also three corresponding
relationships, as shown in Figure 23, which will not be explained here. After setting, click

the open button of the network tool to establish a TCP connection with the serial server,

and then you can send and receive data after the connection is established.
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k& SSCOM V5.13.1 Serial/Net data de
PORT COM Settings

Display Senc

—Network 0i
IP Mode |static -
IP Address 192 168 . 1 . 200
Port 4196
Work Mode |TCP Server - _
cl i) OpenFil
Net Mask [ 255 285 255 . 0 Clearbate] gpanfila|
Comu|TCPClient ||
Gateway [ 192 .168 . 1 . 1 Remot|192.168.1.200 onnec]||
Dest. IP/Domain [192 168 1.189 Local ;Evl Local|{1921681.189  »|[502 Dizcond||
AT B S Esscoh i SEND
Dest. Port 502 B REOEREES L
[ FHRFS500ME. 13. 1] J2. dRT-Threads
Fse"a' | |www.daxia.com |S:0 R:0
Vircom SSCOM

Figure 23 The serial port server as TCP Server

When the serial port server is used as a server, it can accept 30 TCP connections at

the same time. The data received by the serial port will be forwarded to all established

TCP connections. If you need to realize that data is only sent to the TCP that has

recently received network packets, you need to enable the multi-host function, please

refer to 7.4 Multi-host function.

5.2.4 Acting as both client and server

The serial server can accept TCP connections even when the device is in the TCP

client mode, that is, it also has the TCP server function.

Function of the device

Get Default | Save As Defaui’i Load Default

Device Settings

Device Info Network

Virtual Serial iCOMZ vl 1P Mode |Slaiic ,1

Dev Type i IP Address 192 168 . 1 200

DevName  [VTDEV00O1 | Por 1024] |

DevID [287FoEE2CFF1 | | Work Mode TCP Client |

Firmware Ver i\n 452 Net Mask | Pl e T )
Gateway a1k 1 .1

Dest. IP/Domain |192.168_1.189 Local {ﬂ

Dest. Port |1024—
Serial

Baud Rate m

Data Bits g -]
Parity None bl

Stop Bits |1 ‘I

Flow Control None i

Advanced Settings
DNS Server IP R e

Dest. Mode
Transfer Protocol  |Modbus_TCP Protocol *l
Keep Alive Time

Reconnet Time

UDP Group IP 230 . %0 . 76 i
™ Register Pkt:
™ Restart for no data every |300 Sec
I” Enable send parameter every [5 Min.

Dynamic %
60 (s)
12 (s)

 rss

Mare Advaced Settings... |

—Framing Rule
Max Frame Length

Max Interval{Smaller will better) |3 (Ms)

Modify Key | Simware/Confid Restart Dev | Modify Setting]

(1300 (Byte

Cancel ‘
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By default, when using Vircom for configuration, if you change the working mode to
"TCP client", the port (that is, the local port) will automatically become 0 (0 means a free
port is randomly selected). In order to support the TCP server mode, the computer
software must get the local port of the device, so a value needs to be specified here.

As shown in Figure 25, the computer software can now connect to the 1024 port of
192.168.1.200 for communication, and the device will also act as a client to connect the
1024 port of 192.168.1.189. It should be noted that since the local port 1024 is occupied
by the server, the local port when used as a client is "port+1", that is, the software on
192.168.1.189 sees that the incoming port of the device is 1024+1 =1025

In UDP mode, the parameter configuration is shown in Figure 25. The left side is
the configuration for the serial server in Vircom, and the right side is the setting for the
serial debugging tool SSCOM. First of all, both sides must be in UDP working modes. In
addition, indicated by the red arrow, the destination IP and the destination port of the

network tool must point to the local IP and local port of the serial server.

As indicated by the blue arrow, the destination IP of the serial server must be the
computer IP where the network tool is located, and the destination port of the serial
server must be the local port of the network debugging tool. Only after these network

parameters are configured can two-way UDP data communication be ensured.

IR SSCOM V5.13.1 Serial/Net data de
PORT COM Settings Display Sen

Network 1l
IP Mode Static ~|

IP Address 192 168 = 1 . 200

Port 1025

Work Mode UDP = :.Clea.rl'latgl upenrile"
Net Mask 265 255 255 . 0 4

Gatewa 92 . 168 . 1 . 1 _ Fbc :
y | i . i
Dest. IP/Domain ||192.168.1.19 Vocd E] AT it —
Dest. Port 1024 [ﬁ?EEIiSSCEmE_ 13, 1].*2- K RT-Thread
'||[www.daxia.com [S:0 R:0
Vircom SSCOM
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5.3 Device Connecting Method

If the host computer does not adopt the SSCOM program or the virtual serial port,
but two devices are connected through a network port, the configuration method is similar.
First, the user needs to connect two devices and one computer to the same local area
network. The computer runs Vircom, and the purpose of connecting to the computer is
only for configuration. After the configuration is completed, the computer does not need
to be connected.

Click on Vircom's device management to find these two devices, as shown in Figure
28. Then click "Edit Device" to configure the device. Device connections can be divided
into TCP and UDP. If it is TCP connection, the parameters of the two devices are shown
in Figure 26. The parameters shown by the arrows must correspond like the way of
connecting with a PC. After the TCP connection is successful, you can view the
connection status by returning to the "Device Management" dialog box, as shown in
Figure 27. If the statuses of the two devices are both "Connected", it means that the TCP

link between the two devices has been established.

Different IP address

Network Network

IP Mode | Static ~| IP Mode | static |
IP Address | 192 168 . 1 . 200 IP Address ] 192 168 . 1 .201
Port |1024 ' Port 11025

Work Mode - ork Mode |TCP Client B
Net Mask | 255 255 . 255 . 0 Net | 255 . 256 255 _ 0
Gateway | 52 oy L e [ Gateway - J g5l [ R .
Dest. IP/Domain [192 168 1 201 ﬂ Dest IP/Domain | [192.168.1.200 ﬂf
Dest. Port [1025 Dest. Port 11024
Device Management

In...| Ty.. | Name | | DeviIp Loca... | Dest IP Work Mode | TCP Conne... | Virtual ... | Vircom St.. | Dev ID

|[192.168.1.200 1024 [192.1681.201 |TCP Server |Established |COM?2 Not Linked | SEE2CFF1
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If it is in UDP mode, the configuration parameters are shown in Figure 28, and the

parameters corresponding to the arrows must be one-to-one. The UDP connection does
not need to check the connection as long as the parameter configuration is correct, the

sent data will be automatically sent to the designated device.

Different IP address

Network MNetwork

IP Mode [Static -~ IP Mode tatic ~

IP Address | 192 168 . 1 . 200 IP Address 192 168 . 1 201
Port |1024 Port 1025

Work Mode Mlosl ubDP bt
Net Mask | 256 265 255 . 0 | 255 255 265 _ 0
Gateway [ 192468 1 & 4 | 192 68 - % o
Dest. IP/Domain [[192.168.1.201 MJ- Dest. IP/Domain ||192.168.1.200 ﬂ‘]
Dest. Port 1025 Dest. Port [1024]

Finally, we need to remind that if the device is connected, in addition to the network
port parameters set according to the above, the correct serial port parameters must also
be set. Mainly, the baud rate of the serial server needs to be consistent with the user
device’s. After setting, the user equipment can send data to each other through the serial

ports of the two serial servers.

6. Device Debugqging

6.1 Network Physical Connection
The serial server can use a crossover cable or a network cable to connect to the

switch or the computer network port directly.

After the connection is established, the first step is to check whether the Link light is

green, otherwise, please check whether the network cable is connected.

6.2 Network TCP Connection

When the device is used as a dynamic IP, it cannot be directly connected to the
computer network port. Because there is no DHCP server available (usually the DHCP
server is the router in the LAN). Therefore, please specify the IP when connecting directly.

At the same time, the computer also needs to specify a fixed IP.
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Network Internet MU 4 (TCP/IPva) BtE |2 [
IP Mode |Static j =
IP Address [192 168 . 1 200 ' Y .
fedg g T g1k 1P B & T,

Port |1024 ﬁib’ﬁgggﬁé@mggﬁ%g%ﬁ? Hhe =
Work Mode v
Net Mask 255 256 255 . 0 B SN or B O
e SRS © TR T HEE)
Gateway 192 168 . 1 _ 1 IF it @D 189
Dest. IP/Domain |192 168 1201 Local ﬁ FRMHER - | 2s5 255 255 . 0 |
Dest. Port [1025 FAPEE @ [e2es 1 1

Device IP in Vircom IP configuration on computer

Whether it is directly connected or through a switch, when configured as a static IP,
the device and the computer need to be in the same network segment (unless it is cross-
gateway communication), as shown in Figure 29 above.

Since Vircom supports searching and configuration across network segments, the IP
address that can be searched but cannot be communicated is generally not configured
correctly. In this case, you can use Vircom to configure the device in the same network
segment.

After configuration, please use 4.5 TCP communication test or 4.6 virtual serial port
test, you can see that the Link light turns blue when the TCP connection is established.
The blue link light can also be seen through Vircom. For example, in the device
management list, if the TCP connection column is "established", it means the link light is

blue, as shown in Figure 23. This can facilitate remote diagnosis.

[elptome lioar _lomte et fircom [ vims_oero [po w0

u... | VIDEVOD... |1921531200 |19216813 |TCPb-=r... Established Haven't... |Not Linked | AL0B..

6.3 Data Sending and Receiving

When the Link light turns blue, data can be sent and received between the software
and the serial server. By now, if the software sends a data, the Active light will turn green,
and the duration will generally be at least 1 second. The data will also be output from the
serial port of the serial server, but whether the output data is correct depends on whether
the serial port parameters (including the baud rate, data bit, stop bit and parity bit) are
configured.

For the serial device that has send the correct demand. It will respond. Once there is

a reply (the serial port sends data to the network port), the Active indicator will turn blue.
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Otherwise, please check the serial port parameters or whether the serial cable is

connected.

In order to facilitate remote debugging, Vircom also supports remote viewing of data
sent and received. As shown in Figure 30, TXD is the amount of data sent by the serial
port server serial port. When the device list is refreshed, if this value changes, it indicates
that there is data sent. The Active light will also be green; if you see the value of RXD

changing, it indicates that the serial device has returned data, and Active is blue.

6.4 Vircom Remotely Monitor Data

When using the virtual serial port, Vircom supports real-time capture of the data of
the virtual serial port. It is convenient for users to debug the system, and the method is as
follows:

It is assumed that the communication of the virtual serial port has been established
according to the method of 4.6 virtual serial port test. Now you need to monitor the data
through the virtual serial port. Open Vircom's menu/Config/software setting/open the

Vircom configuration dialog box.

Vircom Setting X
Virtual Senal Port Work Mode Serial parameters need On-The-Fly When started
= Minimize @ Display Progra
& Normal Mode. Simulate network speed ¥ Baud Rate i ey T g
" Simulate serial port speed ¥ Data Bits Vircom default Listen Port
Other Settings M Parity Listen port- 4196
Check config file change, every r300 seconds ¥ Stop Bits P2P Settings
il i ™
Clear previous buffer when COM is opened Flow Control s Rt et hast ,—30 ©
¥ Refresh link status of manually added devices reset p2p link.
avery 135 seconds (Increase network burden) Enable Vircom Data Monitor
Reconnect to device every [30 seconds ¥ Enable(Need more memory space) Virtual com spiit packet rule

™ Enable split pakcet rule

™ Disable device search through broadcast Monitor Bufffer: [3000  Bytec When pakcet time gap smaller than ._25

¥ Hex Disply Mode

I Every |5 seconds, refresh device list ms, dont split. But max pakcet size less

. ) ¥ Disply Receive/Send Time than |1400 bytes.
I™ Enable vircom and device in readonly mode.
Cancel

Check in front of the three options: open monitoring, hexadecimal monitoring mode,
and display data sending and receiving time, as shown in Figure 30. Then click OK.
Assuming that data has been sent and received before, now select a virtual serial port to
be monitored in the main interface, and then select Menu/View/Monitor, as shown in

Figure 31.
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Xir Virtual Serial & Device Management - VirCom '_'=_‘||__E|]§I
Manage(M) Config(C) i View(V) Help(_HJ

o | Clear Information(C)
o ] Monitor(M) I
Star Stop

From the opened dialog box, you can see the instructions sent by the host computer
and the instructions returned by the device, as shown in Figure 33. This function can

facilitate on-site communication debugging.

Data Monitor

Dev Hame: |[VTDEVOOO1 Dev IP: [192168.1.200 Maximum Send BEuffer: 10
Yriten |72 read 0 Jafter virtual com openesd.
sent Tz rECEiVBd]D »after TCP connected.

Current Receiwved Data-
[13,17:05:07, 25197. A080(S) JT0 A3 20 A3 AF FD A4 20 T3 BG AE A4 |

-Current Send Data
|[13,17:05:01, 23192, 0951 (5)]7A A9 T2 T4 75 A1 AC 20 A3 AF 6D 20 T3 65 BE 6=L||
|

7.Modbus Advanced Features

The serial port server with Modbus gateway function does not have station address
and register itself. It is a communication bridge. It will generate Modbus RTU command
according to the Salve ID, function code, register number and register quantity in the
Modbus TCP command sent by the user software to the Modbus gateway, and output it

from the serial port. It can be regarded as a protocol "translator".

7.1 Enable Modbus Gateway

First of all, the serial port server should support Modbus gateway, that is, the
"Modbus TCP to RTU" function in Table 6 Device Supported Functions in the Device
Settings dialog box should be checked.
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By default, the serial port server is in normal transparent transmission mode. If you

need to convert it to Modbus gateway mode, please select the "Modbus TCP protocol”
option in "Conversion protocol". After that, the device automatically changes the "Port"
parameter to 502 (the port of the Modbus server). In this way, the Modbus gateway is
enabled.

If the serial port RTU device is used as a slave, the host computer Modbus TCP
software connects to the Modbus gateway's port 502. At this time, the Modbus gateway
needs to work in TCP server mode; if the serial port RTU is used as a master, the
Modbus gateway works in TCP client mode, and the destination IP is filled with the IP of
the computer where the Modbus TCP software is located, and the destination port is

generally 502.

7.2 Storage Modbus Gateway

The contents of the read registers can be saved inside the gateway, so that the
speed of Modbus TCP query can be greatly improved, and the performance is better

when supporting multi-host access.

Host Modbus TCP

ui Monitoring software

(4)

A

Ethernet/\Wifi :
(Modbus TCP) §

(3)44(3)

RS485(Modbus RTU) | §
BT T P e I T P
« (T PET >
(2) ® |2 (2)

\:l .=
D n ="

.

PLC(slave station1) Sensor(slave station2) Actuator(slave station3)
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As shown in Figure 34: The direction of ordinary Modbus TCP data flow is (1) —
(2) - (3) — (4) . Thatis, the Modbus TCP command is first converted into the

corresponding command of Modbus RTU, and then the device responds to the Modbus
RTU command to the Modbus gateway, and then the Modbus gateway converts it into
Modbus TCP again and sends it to the monitoring host computer.

Modbus TCP is a network communication with a very fast transmission speed, and it
can generally respond within 3ms, while Modbus RTU is RS485, which generally has a
speed of only 9600bps, and it generally takes at least 30ms to send and return a
command. In this way, the query response time of ordinary non-storage Modbus
gateways is relatively long. In addition, if there are many host computers querying data at
the same time, the serial port will be congested. If the network is compared to a highway
and the serial port is compared to a single-plank bridge, then the original method is to
pass the traffic of the highway on the single-plank bridge.

The register-saving Modbus gateway solves the above problems. It can temporarily
save the register data obtained in the Modbus gateway, so that when the Modbus TCP
query, the Modbus gateway can immediately return the command, which demonstrates
Modbus TCP can be operated quickly. On the other hand, the serial port server can take
the initiative to send instructions from the serial port to automatically update the contents
of the currently saved register data, and save a copy of the latest register value.

In addition, this serial server is a fully automatic configuration-free Modbus gateway,
users do not need to configure the required register address, function code, slave
address, etc. The serial server will automatically recognize and dynamically add these
registers according to the Modbus TCP commands sent from the network port.

2/4/8 CH-RS485-ETH can response quickly when monitored by multiple computers.
No matter what baud rate of the serial port is, it can generally response the data to the
host within 3ms, which showed a good updating speed of serial port data.

The register-saving Modbus gateway is a real Modbus TCP to Modbus RTU. It really
takes advantage of the fast speed of Modbus TCP and the ability to query by multiple
hosts at the same time.

Note that when the serial port server is used as a TCP client, it does not have the
storage function and will automatically switch to the non-storage type.

The characteristics of storage Modbus are listed below:

1) The first Modbus TCP query command is non-storage type. Because you must wait for
the RTU device to return data slowly before returning the register content to the network
port.

2) If a specific command is no longer inquired by the host computer on the network side
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within 5 seconds, this command will be automatically deleted and no longer sent to the

RTU device from the serial port.

3) At present, it can store 10K Modbus cache. For ordinary single-register query, about
500 instructions can be stored at the same time.

4) When more commands are being queried at the same time, they are sent in order. The
first command sends — the first command response — waits for 485 anti-collision time
(refer to the multi-host section) — The second command sends... Return to the first

command after the last command has been answered.

7.3 Disable Storage Functionality

Although the storage type Modbus has a faster response speed, some users do not
want the serial port device to receive a large number of query commands, which affects
the internal processing speed of the instrument. In this case, the storage type function
can be turned off.

To disable the storage type, click the "More Advanced Options" button in the
"Parameter Configuration" dialog box and select the non-storage type Modbus gateway.
Then return to the device settings and click Modify Settings.

Note that when using the Web method to configure the conversion protocol, the

default is a non-storage Modbus gateway.

Mare Advaced Settings X
WIFI Settings RiS485 Multi-Host Suppon Settings Mutti Dest-IP And Pont
WIFI Work Mode [P - : IP Addrass or DNS name Pot
=) Modbus Gateway Type: |Auto query storage type :l | B l.cpe = =
APISTASSID | | [chemDest.  ~
- = . [ [ -
Encrypt Type |No Encrypt Y! Enable R5485 Multi-Host | _CI |Chent Dest |
. — Maximum wait time of RS485 query command | o
ARISTA Key | for [608 ms(0-8191) . v
AP Mada Channel [8 - | ®
DHCP Server Enable - [ Enalbe RS485 bus conflict detection | |0
R4S VVAFI Relay [nTssme :i Send data only when RS485 bus is idle for |29 ms [ |0

The Advanced Functions Supported Function Selection

r ™ Modify satting will need key

= I” Enable recene broadcast

I™ Enable P2P

" Send MAC when TCP establish
™ Detect net using Ping

I” Mo clear senal buffer when ik
I” Meed key when TCP establish

oK Cancel

7.4 Multi-host Function

As shown in Figure 35, "RS485 multi-host support" and "RS485 bus conflict

detection function" are the multi-host functions. They are generally enabled and disabled
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at the same time. After enabling, the device with the conversion protocol of Modbus TCP

has the function of storage-type Modbus gateway, otherwise it is a non-storage-type
Modbus gateway; if the conversion protocol is None, the user-defined RS485 protocol
can generally also have the function of serial port devices accessed by multiple hosts at
the same time, which is impossible in a pure RS485 network, because multiple masters
sending at the same time will cause conflicts on the RS485 bus. The multi-host of this
serial port server can "coordinate" the RS485 bus to achieve the purpose of multi-host

access.

Send to B <------ {5) ]

] |
Ethernet )

| Ethernet Port

' ﬂ Serial Device Server
~b @14 2)

RS485

User RS485 Device

As shown in Figure 36, in the normal mode, when two hosts: host A and host B are
connected to the serial server at the same time, host A sends (1) command, RS485
device receives (2) command, RS485 device returns (3) ) command, but the serial port
server will send (4) to host A and (5) to host B at the same time. Since the host B did not
send the query, but it also received the response command (5), the host B may generate
a communication abnormal error. In the multi-host mode, there will only be command (4)
but not command (5), because the serial server will automatically remember the host that
needs to be returned, and only return the instructions to the most recent communication
host, and the query of host A will only reply to A, host B queries and replies to host B.

Another function is that in the normal mode, when the host A and the host B send
data at the same time, the combination of instructions will be generated on the RS485
bus, so that it cannot be recognized normally; in the multi-host mode, the serial server
can schedule A and B to use the bus. Prioritize the conflict problem of simultaneous
access by multiple machines in an effective way.

When the conversion protocol is "None", the multi-host function is not enabled by
default. When you need to enable multiple hosts, please click "More Advanced Settings"

in the device configuration dialog box, and then check "RS485 multi-host support".
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7.5 Multi-host Parameter
The meanings of "RS458 multi-host support” and "RS485 bus collision detection

function" are described as follows.

RS485 Multi-Host Support Settings

Modbus Gateway Type: Auto query storage type ﬂ

[ Enable RS485 Multi-Host
Maximum wait time of RS485 query command
for 608 ms(0~8191)

[~ Enalbe RS485 bus conflict detection
Send data only when RS485 bus is idle for ’29 ms

The RS485 command response timeout is the maximum time interval from when the
serial server starts sending this command to when it receives a response. The time filled
in should be greater than the actual maximum time interval because if it is judged to be a

timeout, the next command will be sent.

RS485 Multi-Host Support Settings

Modbus Gateway Type:  |Auto query storage type j

[~ Enable RS485 Multi-Host
Maximum wait time of RS485 query command
for |608 ms(0~8191)

™ Enalbe RS485 bus conflict detection
Send data only when RS485 bus is idle for |29 ms

RS485 bus conflict time: indicates how many milliseconds the serial server waits
after receiving the reply of the first command before sending the second command. This
parameter actually defines the speed of the command rotation. The value is
recommended to be more than 20ms. The parameter "maximum waiting time 3 seconds"

generally does not need to be modified.
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When the user uses Vircom to select the conversion protocol as "Modbus TCP
Protocol", Vricom will automatically check the above two enabling boxes (unless the user
manually enters the advanced option to remove it), and the above two times will also be
automatically configured according to the baud rate . However, if the user's Modbus
command is relatively long or the conversion protocol is "None", these two parameters
need to be configured manually.

The following describes the recommended settings of the above parameters:

1. Figure 38 shows the "RS485 bus anti-collision time". Generally, it can be set to twice
the "Packet Interval" in the lower right corner of the parameter configuration interface, but
the minimum should not be less than 20.

2. Figure 37 shows the "RS485 command response timeout", which is generally
determined according to the length of the back and forth response command. If the
sending command is N bytes and the response is M bytes, the recommended value is:
"Packet interval" x(N+M+5)+100.

7.6 Modbus Under Multi-destination IP

As shown in Figure 36, if the serial device (RTU device) is used as the master
station and the network port device (Modbus TCP device) is used as the slave station,
and there are multiple network port slave devices at the same time. At this time, you can
use the method described in 5.2.2 Client Connecting Multiple Servers to let the serial port
server as a client connect to these multiple network port devices at the same time.

The function that needs to be realized at this time is: when the serial port RTU sends
a command, it can be sent to multiple network port devices, the network port device
recognizes whether to send it to itself through the Slave ID field, and only the network
port device corresponding to the Slave ID responds. After the network port response is
sent to the serial server, it is converted into an RTU command and output from the serial
port to the RTU device.

At this time, it should be noted that it is necessary to remove the two check marks
shown in Figure 38 as "RS485 bus anti-collision time" and Figure 37 as "RS485
command response timeout time". Otherwise, the above forwarding function cannot be
realized. Another application method is: Although the serial server is connected to
multiple network port devices as a Client, the RTU device is not the master station, and
the network port device still sends it first, and the RTU device responds (as a slave
station). At this time, the "RS485 bus anti-collision time" and "RS485 command response
timeout time" still need to be checked, so that multiple hosts can access one RTU device

at the same time.
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8. Registration Pack and Heartbeat Pack

Registration packets and heartbeat packets are a function suitable for

communication between devices and cloud software.

8.1 Registration Packet

The definition of a registration package is that when the computer software and the
serial port server module (hereinafter referred to as the module) establish a TCP
connection, the module will first send a string of codes to the software so that the
software can know which module is communicating with itself. This string of codes is the
registration package.

The registration package is very suitable for the monitoring of the Internet of Things,
because the cloud software generally runs on the public network server of the Internet,
and the modules are scattered in various collection and monitoring points. How to make
the cloud software recognize the module is very important and is necessary to realize the
communication of the Internet of Things.

Our serial port server provides the following multiple registration report methods.

Its method is to send its mac address to the cloud when the module is connected to
the cloud. Since the MAC address is unique, it can identify the corresponding device.
This method is simple and does not require writing a registration package for each device,
so it is simple and effective. How to use it: Click "More Advanced Settings" in the device
settings dialog box, find "Send MAC address when TCP is establish" in the upper middle,

tick the front, and then return to the setting interface and click "Modify Settings".

Mare Advaced Setings X
WIF| Settings RS485 Multi-Host Support Settings Muiti Dest-IP And Pon
WFI Work Mode ~ [89 - _— . IPAddress or DNS name Pot  fipe
iy Modbus Gateway Type:  |Auto query storage type j |— ﬁ— ﬁﬁ]est—zi
Byl [WEnoop ] || Erale RSAS Mulitos | [ [chentDest -]
M wait time of RS485 query command e
APSTAKey | or [12  mso-8191) | : _u
AP Mode Chanrel [1 - l -
DHCP Server Enable Li ¥ Enalbe RS485 bus conflict detection | (]—
RS WIFIRslay  |Disable j Send data only when RS485 bus is idle for |20— ms | U—
The Advanced Functions Supported Function Selection

I” Modify setting will need key
F I Enable receie broadcast
¥ " Enatie P2P
I” Detect net using Ping
I” Na clear senal buffer when link

I™ Need key when TCP establish

0K Cancel
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The Realcom protocol is a protocol containing a registration package and a
heartbeat package. Users can use this protocol to realize the functions of the registration
package and heartbeat package. The method to enable the Realcom protocol is: in the
"Device Settings" dialog box, select "Conversion Protocol" to "REAL_COM Protocol", and

note that the part of enabling the registration package needs to be blank and unchecked.

Device Settings p i
Device Info Network Advanced Settings
Virtual Senal |COM2 '1 1P Mode |Stali|: R DNS Server IP | Bl ot
Dev Type IP Address [ 192 .168 . 1 . 200 Dest. Mode [Dynamic: |
Dev Name VTDEV0001 Port |502 | RCUE GG R RE AL COM Protocol ﬂ J
DevID 2B7F9EE2CFF1 [ | || Work Mode [TCP Sener =] || KeepAlive Time |60 (s)
Firmware Ver [v1 452 Net Mask | 265 255 . 255 .0 Reconnet Time {l (s)

Gateway [192 168 = 1 . 1 Http Port |80
Function of the device e | . —
- Dest_ IP/Domain | 192.168.1.3 Local ﬁ UDP GrouplP [ 230 80 . 76 . 1
~ Dest. Port [.I 196 ™ Register Pkt: r A
o Serial ™ Restart for no data every [300 Sec
Baud Rate e j I” Enable send parameter every |5 Min_
=
- Data Bits 8 l} Maore Advaced Settings. .. ‘
I Parity Mone =]
: ,ﬁ Framing Rule

= Stop Bits - Max Frame Length 1300 (Byte
W Flow Control Hoe =l Max Interval{Smaller will better) |3 Ms)
Get Default | Save As Defaui‘| Load Default Modify Key | :irmwarefConﬁd Restart Dev [ Maodify Setting| Cancel |

After the Realcom protocol is enabled, it will not be transparent transmission
communication. It has the following characteristics:

1. After the device establishes a TCP connection with the cloud, the device
automatically sends a hexadecimal registration packet FA 07 13 02 FA 02 MACI5]
MACI[4] MAC[3] MAC[2] MAC[1] MACIO ] FA FF. Among them, MAC[5]~MACI0] is the
MAC address of the device.

2. When the device sends data to the network, it will automatically add the 3-byte
header prefix of FA 01 01.

3. Every keep-alive timing interval, the device sends a 00 1-byte heartbeat packet to
the software. The REAL_COM protocol can be used as a device registration package
because it contains the MAC address in the registration package. However, due to its
fixed format, only the cloud software can design the REALCOM protocol to be compatible

with this method.
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The custom registration package method allows users to fill in any registration

package format. The method is: in the device settings interface, configure as follows:

Device Settings »
Device Info | [ Network Advanced Settings
Vinual Serial [COM2 -] P Mode [Static ~| || NS ServerIP s
DevType [ IP Address 192 168 . 1 200 Dest. Mode [oynamic -]
Dev Name W Port |502 | Transfer Protocol |REAL_COM Protocol 4
DevID [287F9EE2CFF1 M Work Mode TCP Semer | Keep Alive Time |60 (s)
Firmware Ver ,ﬁ Net Mask |_255__2-5_5_2§5__0_ Reconnet Time [l_— (s)
ok o Gateway 192 .18 . 1 . 1 Http Port
= Dest. IP/Domain | 192.168.1.3 Local H UDP Group IP 230 . 90 _ 76 . 1
i Dest. Port ’“— |17 Register Pkt |32 323334| = ASCIIl
ks Serial ™ Restart for no data every (300 Sec
i Baud Rate ,w:[ I” Enable send parameter every |5 Min.
o Data Bits 3 j More Advaced Settings. .. ‘
ol Parity [Nnne_ﬂ

\ Framing Rule

r Stop Bits L =l Max Frame Length [1300 (Byte.
7 Flow Contral fipos = Max Interval{Smaller will better) [3 (m1g)
Get Default I Save As Defaul1 Load Default ’W :imvware!Conﬁg‘ Restart Dav i Modify Setting| Cancel |

The difference from the REAL_COM protocol is that the registration package is
enabled here, and the registration package information such as 31 32 33 34 is filled in.
Note that this is hexadecimal, which means that the data actually sent is a string of
characters 1234. If you need to display the string, click the "ASCII" option next to it.

When the device is connected to the cloud software, it can automatically send a
hexadecimal registration package of 31 32 33 34. This registration package method is
more flexible and allows the device to adapt to the existing cloud registration package
format; however, there is no wildcard such as MAC in the registration package, and
different registration packages need to be configured for each device separately, which is
more cumbersome. The above two methods of sending MAC address and REALCOM
have the same configuration for each device, but the registration package is naturally
different due to different MAC.

The longest registration package length is 33 bytes. This method supports

registration packages and heartbeat packets in UDP mode.

The serial port server is supported to write a configuration file, so as to realize a

completely customized registration package by the user, and the MAC address wildcard
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can be used, which can solve the trouble of writing a custom registration package for

each device, and there is no limit on the length of the registration package.

8.2 Heartbeat Packets

Heartbeat packets are mainly used to detect whether the communication link is
disconnected. The implementation method is that the device sends a heartbeat packet
data to the server software at regular intervals. This data will be discarded after being
received by the server and will not be regarded as valid communication data.

The heartbeat packet has two main functions: first, it can let the host computer
software know that the device is active; second, if the device fails to send a heartbeat,
the device on the TCP client will automatically re-establish the TCP connection, so it is a

means to restore network communication.

Device Settings bod

Device Info |~ Network Advanced Settings
Virtual Serial |COM2 'i IP Mode |Static LE DNS Server IP | 8 .8 .4 _ 4
Dev Type IP Address [192 188 . 1 200 Dest. Mode |Dynamic -l
Dev Name VTDEV0001 Port |502 Transfer Protocol |REAL_C OM Protocol _'j
Dev ID |?8?F9EE2CFF1 ﬂ Work Mode |TCF’ Server j IKeep Alive Time ]SU (s) |
Firmware Ver [\V1 452 Net Mask | 255 . 255 . 255 . 0 Reconnet Time |1:" (s)

Gateway [192 168 . 1 _ 1 Hitp Port |80
Function of the device

Dest. IP/Domain |192 168 1 ilﬂ UDP Group IP 230 . 9 76 1
- 1 Loca roup |

Dest. Port |_1 105 I3 Register Pkt: 32 323334 I~ ASCI

I Restart fi dat; 00 S
= Serial estan for no data every |30 ec
EE——y r "
5 Baud Rate 15200 'I Enable send parameter every |5 Min
- Data Bits 8 j More Advaced Settings . |
- Parnty None Ll
’1—:i Framing Rule

I Stop Bits — Max Frame Length 1300 (Bye
3 Flow Control None :J Max Interval{Smaller will better) |3 {Ms)
Get Default | Save As Defauf| Load Default Modify Key | :irmware.l’Conﬁg‘ Restart Dev | Modify Setting| Cancel |

As shown in Figure 42, the sending time of the heartbeat packet is set by the "Keep
Alive Time".

Even if you don't set any heartbeat packets, the implicit heartbeat function will be

enabled when the Valtoris device is on the TCP client.

Therefore, the implicit heartbeat function means that the device sends data, but the
server cannot actually receive the heartbeat data. Therefore, it cannot play the first

function of the heartbeat packet, that is, the server detects whether the device is active or
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not; but because the device actually sends data, it can play the second function of the

heartbeat packet, that is, the device detects the TCP connection is normal, once the

disconnection is detected, the TCP connection can still be automatically re-established.

As described in 8.1.2 Realcom protocol, REALCOM protocol can send a 1-byte data

of 00 every keep-alive time. This data is the heartbeat packet of realcom protocol.

First, fill in the registration package according to the method of 8.1.3 customizing the
registration package. Then add the heartbeat packet as follows: Click the "More
Advanced Settings" button in the device settings, write the hexadecimal heartbeat packet
in the second line of the multi-destination IP and port, and change the option on the right

to "Param. Dest".

Multi Dest-IP And Port

IP Address or DNS name Port Type

[313233 \0 [Param. Dest. j
1616263 0 -
| 0

| 0

| 0

| 0

Note that the sum of the registration packet and the heartbeat packet should be less

than 33 bytes. The first line is actually the registration package.

9. Remote Device Management

The so-called remote device management refers to the ability to maintain and
manage the device through Vircom software, including restarting the device, modifying
parameters, and upgrading firmware. This function is suitable for users who use Vircom
for device management.

For Vircom software, as long as the device can be found in the device list, it can be
managed remotely. The remote management of equipment is divided into the following

situations:
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1. Automatic search: The device and the computer are on the same switch. At this time,
no matter whether they are in the same network segment or not, the Vircom search
method on the computer is: Vircom sends a broadcast query. After receiving the query,
all devices will reply with their own parameters. Vircom tools. This method searches all

devices at once.
2. Manually add: There are two situations:

a) Large-scale routers divide the network: In some large-scale networks, broadcast
packets are divided by routers, so that the broadcast packets cannot reach the device
end, but the ping device IP is all connected. At this time, it generally needs to be added
manually to solve the problem. The method of adding manually is to click "Add manually”
in the "Device Management" dialog box to add the first and last IP to query the devices

one by one.

b) The public network server queries the internal network equipment: the serial port
server is in the internal network and acts as a TCP server mode, and Vircom is on the
public network IP server. At this time, you need to do a 1092 UDP port mapping on the
router of the network where the device is located, and map it to the IP where the device
is located, and then Vircom manually adds the device. The IP is the public network IP of

the device.

3. TCP client: When the device acts as a TCP client, it will initiate a TCP connection to
port 4196 of the destination IP (116.15.2.3). After the connection is established, it will
automatically send its own parameter system to the UDP port (note that it is not the TCP
port) of the destination port (here 4196) at each keep alive timing, so that Vircom can be
able to do so on this computer (116.15.2.3) The device is found. If the destination port is
not 4196, you need to modify the Vircom's default parameter receiving port. The method
is to modify the menu/configuration/software configuration/default listening port, and then

start Vircom. If a TCP port conflict pops up, just ignore it and continue execution.

4. Sending parameters at regular intervals: Even in a serial server in TCP server mode,
you can check the "Send parameters at regular intervals" function, and the parameters
will be sent to the destination port of the destination IP (here 116.15.2.3) every 5 minutes.

Vircom that receives parameters on this port of this server can manage these devices.
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Device Settings X
Device Info Network Advanced Settings
Virtual Serial [COM2 hd| IP Mode |Static ~| |/DNSSenverip [ B8 .8 .4 _ 4
Dev Type | i I IP Address 192 _168 . 1 200 Dest. Mode [Dynamrc j
Dev Name VTDEV0001 Part {502 Transfer Protocal |REAL_COM Protocol ~|
DevID |287F9EE2CFF1 [_]‘ ]Work Mode }TCP Server 'II Keep Alive Time 60 (s)
Firmware Ver | 452 =7 || Net Mask f_255 265 256 . 0 Reconnet Time |'" ] (s)
Gateway [192 168 . 1 . 1 Http Port |80

Function of the device " — ~
- Dest. IP/Domain |116.15.2.3 Local IF| JUDP Group IP | 230 . 90 . 76 1
- e i [1024 ~ | |¥ RegisterPkt:  [32323334 [ Ascil

= ™ Restart for no data every |',-.'..' Sec
= Serial
. Baud Rate 115200 = I W Enable send parameter every |5 Min_
~ Data Bits ‘|3 L] More Advaced Settings... |
& Parity INone j

) I Framing Rule =
- Stop Bits | - Max Frame Length {1300 (Byte
— —_— i

~ I 1] Flow Control i —--J Max Interval(Smaller will better) |3 (Ms)
Get Default | Save As Defaul1 Load Default i Modify Key :irmwalefConﬁ4 Restart Dev | Modify Setting% Cancel

In order to facilitate the identification of the device, if you need to perform remote

management, please give the device a name that is easy to remember.

10. MQTT and JSON

For related usage, please refer to: { MQTT and JSON User Manual )

11. Firmware upgrade method

2/4/8 CH-RS485-ETH can upgrade their own programs, but not mutually upgrade
programs. Whether it is by automatic search, manual addition, or P2P search or other

methods found in the device list, can use this method to upgrade the firmware.
1. Obtain the firmware file of 2/4/8 CH-RS485-ETH from Valtoris.

2. Search for the device that needs to be upgraded in Vircom tool at first, and then

enter the device parameter editing dialog box. Click on "Restart Dev".
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Device Settings X
Device Info |~ Network Advanced Settings
Vinual Serial [COM2 -] IP Mode [static ~| ||DNssewerir [ B B 4 4
DevType | IP Address [192 - 168 . 1 . 200 Dest. Mode |Dynamic |
DevName  |VTDEVOO0O1 Port |502 Transfer Protocol |[REAL_COM Protocol ~|
DevID iZS?FSEEZCFH B Work Mode |TCF' Senver L] Keep Alive Time 60 (s}
Firmware Ver [Vid2 Net Mask | 255 . 265 265 . 0 Reconnet Time |12 (s)

Gateway B Hitp Port |80
Function of the device 1
I Web Dt Dest. IP/Domain |11B_15_2.3 Local iﬂ UDP Group IP [ 230 . 90 .76 1
it Dest. Port |1024 ¥ Register Pkt: |32 323334 I~ AsCll
v S m
£ , _Sen'al — | T Restar for no data every |300 Sec.
- ¥ Enable send parameter I ;
5 s + Baud Rate 115200 - =5 ey | Min.
S e Data Bits o -] More Advaced Settings. . |
D i Parity MNone s
. m -~ Framing Rule

I Storage Extan Stop Bits Max Frame Length |1300 (Byte:
B MultiTeE Gonnection Flow Control [None £ Max Interval{Smaller will better) |3 (Ms)

Get Default | Save As Defaul| Load Defaut | Modfy Key | :Ennware!‘Conﬁ“ Restart Dev IModi‘fy Setting]  Cancel |

Figure 45 Restart the device

After the device restarts, use the same method to search for the device again, and
enter this dialog box again. Click the "Firmware/Config" button in the lower right corner of
the dialog box.

Device Settings *
Device Info | Network Advanced Settings
Vitual Serial [COM2 - IP Mode [Static ~| || DNSSewerr [ 8 .8 4 4
Devlype | IP Address [192 168 . 1 200 Dest. Mode [Dynamic =
DevName  [VTDEV00O1 Port [502 Transfer Protocol  |REAL_COM Protocol ~|

DevID 1287F9EEZCFF1 ] ‘Work Mode |TCP Senver LI Keep Alive Time 60 (s)
Firmware Ver [V453 Net Mask [255 265 285 . 0 Reconnet Time |12 (5)

= — Gateway [ Sie s Hitp Port |80
e Dest_IP/Domain [116.15.2.3] aj UDP GrouplP [ 230 . 90 _ 76 . 1
e est. main 152 Local | roup
. e Do [1024 ¥ Register Pkt:  [32 323334 I~ ASCH
DS . fiemientil i =l -
— T Serial Restar for no data every |300 Sec.
S ¥ Enable send { ] i
By e Baud Rate o = nable send parameter every |5 Min_
s . Data Bits e -] More Advaced Settings... |
¥ DHC Parity Mone - |
- m ~Framing Rule
r e Exter SO Ot Max Frame Length [1300 By
I Mult-TCP Carieetion Flow Control Hoos = Max Interval(Smaller will better) [3 (Ms)

Get Default | 3ave As Defaull Load Default | Modify Key Restart Dev | Modify Seﬁingl Cancel ‘

Figure 46 Upgrade firmware
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3. As shown in Figure 47, select the "Program File Download" option. In the
program file, select the firmware file. The IP address part of the serial server has been
filled in automatically, and there is no need to write it again. The module type/model has

been automatically selected. Then click download.

webpagelicode download tool b

" Webpage directly download mode
Webpage directly in local PC:

Special con;gSI ‘ | i

* Code file download mode
Select code file:

FAValtoris\Producti1 CH-RS-ETH firmware.bin LJ _J

' Download through the network " Download through serial port
|192.1aa.1.200

Device IP address or domain: Serial port: [; OM1
Download port (Don't modify): 1092 Baundrate:
TR NN 2003 ~| DeviD: [285CaFeIFsAF -
Flash size: 2048 j KB

Please close the opened webpage of the modual in the browser, before start download.

Download

4. By now, the download progress bar starts to move, and the download time is
about 30 seconds. During the download, you will see the ACT light of the device flashing,
and at the end of the download, you will see the LINK light flashing a few times. Then the
program pops up a prompt box "Do not power off the device when the LINK light flashes
after the transmission is complete". Note: This is only the completion of the transfer. The
flash writing process takes about 3 seconds. At this time, the LINK light will flash. Please
do not cut off the power during this period.

5. After the download is complete, the general program will restart automatically, and
there is generally no need to cut off the power. If you see the running indicator flashing, if
it does not restart automatically, please stop flashing the LINK indicator for more than 30
seconds, and then power on again.

6.Web configuration interface update: After firmware upgrade, the internal
configuration web page of the module also needs to be updated, otherwise it will no
longer be able to configure via Web, but it will not affect communication. It is not
necessary to download the web page if there is no need for web configuration. The way

to download the Web is: as shown in Figure 48, change the "program file" download
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mode to "web directory download". And select the root directory where the local web

page is located as the directory where the web page file to be downloaded is located (the

directory from Valtoris), click download, and download all the files in the local web page

directory to the internal file system of the device.

webpage8code download tool

[* Webpage directly download mode —
Webpage directly in local PC:

F:\Valtoris\Producti1CH-RS-ETH\Valtoris_web_2x

Clear all

7LME conﬂ4 uarT cnnﬁg[ JSON conﬂq Reg packet]

Special configs:

= .|

" Code file download mode
Select code file:

F:AValtoris\Producii1 CH-RS-ETHirmware.bin

& Download through the network

" Download through serial port

Device IP address or domain: | 192168.1.200 Serial port
Download port (Don't modify): 1092 Baundrate:

Device modualftype: | 2003

256 KB
Please close the opened webpage of the modual in the browser, before start download.

Download |

Flash size:

-

~| Devp: [285CaFsiFSAF  BindID

=L

7. Notice:
7.1 If it prompts that the download failed and the device will not be
restart the download. In addition, at the end of the download, when

flashing, do not power off, otherwise the device will be damaged.

damaged, please
the LINK light is

7.2 Check the firmware version number by Vircom, and you can know whether the new

firmware has been downloaded successfully.

Device Info
Virtual Serial |COM2 ~|
Dev Type l
Dev Name I VTDEV0001
Dev ID | 287F9EE2CFF1 ]
Firmware Ver J|\V1.452
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12. After-sales service and Technical Support

Phone/WhatsApp: +86 18321985506

Web: www.valtoris.com

Email: support@valtoris.com
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